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CLAIMS 

What is claimed is: 

1 . A secimty system with a safety light feature, comprising: 
a control for controlling the security system; 

at least one sensor adapted to provide a signal to the control indicating that an 

emergency condition has been detected; 

at least one safety light comprising a receiver for receiving a wireless signal; and 
a transmitter responsive to the control for transmitting a. wireless signal to the at least 

one safety light to activate the at least one safety li^t when the control receives the signal 

indicating that the emergency condition has been detected. 

2. The security system of claim 1 , wherein: 

the transmitter is adapted to transmit wireless signals to at least one security system 
component in the security system. 

3. The security system of claim 1, further comprising: 

a plurality of sensors adapted to provide signals to the control indicating that the 
emergency condition has been detected; 

wherein the transmitto" transmits a wireless signal to the at least one safety light to 
activate flie at least one safety light when the control receives the signal from any one of the 
fire detection sensors indicating that the emergency condition has been detected. 

4. The security system of claim 1 , further comprising: 

a plurality of safety lights comprising respective receivers for receiving wireless 

signals; 
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wherein the transmitter transmits wireless signals to the plurality of safety lights to 
activate the plurality of safety lights when the control receives the signal indicating that an 
emergency condition has been detected. 

5. The security system of claim 1, wherein: 

the at least one safety light comprises indicia for informing rescue personnel of the 
emergency condition. 

6. The security system of claim 5, wherein: 

the indicia comprises an image of a firefighter and a child. 

7. The security system of claim 1, wherein: 
the raiergency condition comprises a fire. 

8. The security system of claim 1 , wherein: 
the safety light comprises an ambient li^f. 

9. The security system of claim 1, wherein: 
the safety light comprises a directional light. 

1 0. A safety light, comprising: 

a housing, including at least a first face; 

a receiver for receiving a wireless activation signal fi-om a transmitter in a home 
security system when a sensor in the home security system has detected an emergency 
condition; and 

a control responsive to the receiver for providing an illuminated indicia on the first 
face for informing rescue personnel of the emergency condition when the wireless activation 
signal is received by the receiver. 
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1 1 . The safety light of claim 1 0, wherein: 
the emergency condition comprises a &e. 

1 2. The safety light of claim 1 0, further comprising: 

at least one light provided within the housing and responsive to the control for 
backlighting the first face to provide the illuminated indicia. 

1 3 . The safety light of claim 1 0, wherein: 

the illuminated indicia comprises an image of a firefighter and a child. 

1 4. The safety light of claim 1 0, wherein: 

the housing includes a second face, opposite the first face; and 

the control is responsive to the receiver for providing an illuminated indicia on the 

second face for informing rescue personnel of the emergency condition when the wireless 

activation signal is received by the receiver. 

1 5. The safety light of claim 10, fiartho- comprising: 
a switch for detecting tampering with the housing. 

16. The safety light of claim 1 0, further comprising: 

a switch for detecting that an installation of the housing has been compromised. 

1 7. The safety light of claim 1 0, wherein: 

the control and the receiver are provided within the housing. 

1 8. The safety light of claim 1 0, further comprising: 

a transmitter provided within the housing for transmitting a wireless signal to a 
receiver in the home security system to inform the home security system of a status of the 
safety light. 
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1 9. The safety light of claim 1 8, wherein: 

the status indicates at least one of a low battery- status and loss of power status. 

20. The safety light of claim 1 8, wherein: 

the status indicates that the housing has been tampered with. 

2 1 . The safety light of claim 1 8, wherein: 

the status indicates that an installation of the housing has been compromised. 

22. An illuminating safety light, comprising: 
a housing; 

at least one light provided within the housing for providing ambient lighting; 

a receiver for receiving a wireless activation signal from a transmitter in a home 
security system when a sensor in the home security system detects an emergency condition; 
and 

a control responsive to the receiver for activating the at least one light when the 
wireless activation signal is received by the receiver. 

23. A directional safety light, comprising: 
a housing, including a face; 

a receiver for receiving a wireless activation signal from a transmitter in a home 
security system when a sensor in the home security system detects an emergency condition; 
and 

a control responsive to the receiver for providing at least one illuminated directional 
indicia on the face when the wireless activation signal is received by the receiver. 

24. The directional safety light of claim 23, wherein: 
the at least one directional indicia comprises an arrow. 
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25. The directional safety light of claim 23, wherein: 

the control provides a plurality of illuminated directional indicia on the face, one at a 
time, in a time sequence. 

26. The directional safety light of claim 23, further comprising:. 

at least one light provided within the housing for backlighting the first face to provide 
the illuminated indicia. 



16 



